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ACRILEM® PFT6024  Anionic / Non Ionic -24 - 53 500 5 Soft binder with good elasticity and fastness in general, very good color yield.

ACRILEM® PFT6011  Anionic / Non Ionic -11 - 55 200 7 Soft binder mainly used in nonwoven treatments. It shows strong affinity for fillers, not yellowing at high temperature.

ACRILEM® RP6008  Anionic / Non Ionic -1 - 58 250 7 High solid binder with mediun soft hand, not tacky. Excellent foaming properties. Thermocrosslinkable.

ACRILEM® PFT6115  Anionic / Non Ionic 15 - 50 250 5 Medium rigid  binder  for multipurpose uses in textile and nonvowens. 

ACRILEM® PFT6135  Anionic / Non Ionic 35 - 50 300 5 Medium hard  rigid  binder  for multipurpose uses in textile and nonvowens. 

ACRILEM® RP6650 Anionic / Non Ionic 36 - 50 100 5 Hard binder with good mechanical properties, thermocrosslinkable.

ACRILEM® 7105  Anionic 50 - 50 200 7,3 Very hard binder suitable for impregnation of nonwovens used as separator for car batteries. Resistant to acids and electrolytes. Thermoplastic product if not 
crosslinked with melamine or isocyanate.

Vinyl Acrylic

ACRILEM® AVR45 MOD Anionic / Non Ionic 35 - 46 100 4 Hard binder suitable for impregnation and spray applications. Thermocrosslinkable. 

ACRILEM® PR614 Anionic / Non Ionic 38 - 45 200 4,5 Hard binder mainly used for impregnation or spray application in waddings and nonwovens. It provides very stiff hand and general fastness. 

ACRILEM® PR615 Anionic / Non Ionic 38 - 45 200 4,5 Hard binder mainly used for impregnation or spray application in waddings and nonwovens. It provides very stiff hand and general fastness. Thermocrosslinkable.

ACRILEM® 6751 Anionic / Non Ionic 47 - 45 60 5 Very hard binder, generally used in the production of abrasive waddings, also suitable for nonwovens and finishing when a particularly stiff hand is requested. Thermocrosslinkable. 

Styrene Acrylic

ACRILEM® 359N Anionic -12 - 47 100 3,5 Soft crosslinked multipurpose binder with good fastness in general, very good color yield.

ACRILEM® ST899 Anionic / Non Ionic 31 - 50 500 7 Hard binder with a particularly stiff hand. High resistance to outdoor aging and suitable for impregnation of bituminous membranes. Thermocrosslinkable. 

ACRILEM® ST6997 Anionic/Non ionic 41 - 40 100 4 Hard binder, highly crosslinked suitable for high mechanical resistance.

ACRILEM® ST6145 Anionic / Non ionic 43 - 50 500 7 Very hard binder for waddings and nonwoven when a particular stiff hand is requested. High mechanical resistance.

ACRILEM® ST6041 Anionic / Non Ionic 44 - 45 50 4 Very hard binder mainly used for waddings and nonwovens. It is applied by spraying or impregnation.Thermocrosslinkable. 

ACRILEM® ST6042 Anionic / Non Ionic 44 - 45 50 4 Very hard binder mainly used for waddings and nonwovens  when a particularly stiff hand is requested. Application by spraying or impregnation. 

Polyurethane

IDROCAP® 982PF Anionic - 20 40 150 8 Medium-soft polyurethane with high general fastness and resistance to hydrolysis. 

IDROCAP® 747PF Anionic - 30 34 300 8 Medium-soft polyurethane with very high elesticity and hydrolysis resistance. 

IDROCAP® 974PF Anionic - 60 30 500 8 Medium-hard polyurethane with brilliant effect and slippery touch. High washing resistance and lightfastness. 

IDROCAP® 996PF  Anionic - 180 35 200 8 Very hard polyurethane used when dry and stiff hand is requested. 

Biodegradable

GREENCAP® PES 822 Anionic / Non Ionic - 40 30 250 7,5 Biodegradable dispersion of water-based polymers with a soft medium hand. Suitable for coating and impregnation. High filler tolerance.

GREENCAP® PES 922 Anionic / Non Ionic - 50 30 300 8 Biodegradable dispersion of water-based polymers with a rigid medium hand. Suitable for coating and impregnation.

Thermoadhesive

ACRILEM® VA496 Anionic / Non Ionic -4 - 50 120 4 Soft binder used as thermoadhesive in laminating, flock adhesive on plastic articles, pigment printing and finishing of fabrics requiring a soft hand. Thermoreactivable at 60 °C. 

ACRILEM® 4229 Anionic / Non ionic 14 - 55 600 5 Medium-hard binder used as thermoadhesive suitable for food contact applications Thermoreactivable at 110°C.

ACRILEM® 622860 Anionic / Non Ionic 16 - 58 200 4,5 Medium-hard binder used as thermoadhesive for the production of wall upholstery. Thermoreactivable at 120 °C. 

IDROCAP® 732PFN  Anionic - - 40 100 8 PU suitable as thermoadhesive for laminating of different substrates (PVC, fabrics and PU foams) and for the prodction of synthetic leathers. Thermoreactivable at 150°C. 

Nonwovens

® Registered Trademarks of ICAP-SIRA Chemicals and Polymers S.p.A.

Search and compare 
products on our website:
www.icapsira.com

Although ICAP-SIRA Chemicals and Polymers S.p.A. makes every effort to verify the reliability and 
accuracy of the information printed on this brochure and to keep said information updated, ICAP-SIRA 
Chemicals and Polymers S.p.A. does not guarantee the correctness, completeness or topicality of 
said information and declines all responsibility for possible errors, incompleteness or imprecisions. 
Similarly, ICAP-SIRA Chemicals and Polymers S.p.A. may not be held responsible for any direct or 
indirect damage deriving from the use of the information printed on this brochure.
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